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Bridge for pedestrians and cyclists in ForchheimBridge for pedestrians and cyclists in ForchheimBridge for pedestrians and cyclists in ForchheimBridge for pedestrians and cyclists in Forchheim    

    

Figures and Facts:Figures and Facts:Figures and Facts:Figures and Facts:    

¨̈¨¨    Site:Site:Site:Site:    
    Forchheim / BavariaForchheim / BavariaForchheim / BavariaForchheim / Bavaria    

¨̈¨¨    Owner:Owner:Owner:Owner:    
    City of ForchheimCity of ForchheimCity of ForchheimCity of Forchheim    

¨̈¨¨    Planning:Planning:Planning:Planning:    
    Neuner & Graf, Engineer's firmNeuner & Graf, Engineer's firmNeuner & Graf, Engineer's firmNeuner & Graf, Engineer's firm    

¨̈¨¨    Time of construction:Time of construction:Time of construction:Time of construction:    
    Januar 2001 to  April 2002Januar 2001 to  April 2002Januar 2001 to  April 2002Januar 2001 to  April 2002    

¨̈¨¨    Length of Length of Length of Length of bridgebridgebridgebridge   117.50    117.50    117.50    117.50 mmmm    
 Width of bridge        4.25 Width of bridge        4.25 Width of bridge        4.25 Width of bridge        4.25 mmmm    

¨ Weight:                  120.00 tWeight:                  120.00 tWeight:                  120.00 tWeight:                  120.00 t 

    

Building:Building:Building:Building:    

¨̈¨¨    Bridge for pedestrians and cyclists Bridge for pedestrians and cyclists Bridge for pedestrians and cyclists Bridge for pedestrians and cyclists 
spanning the Canal between the spanning the Canal between the spanning the Canal between the spanning the Canal between the 
river Main and the Danuberiver Main and the Danuberiver Main and the Danuberiver Main and the Danube    

¨ Built as a steel structure instead Built as a steel structure instead Built as a steel structure instead Built as a steel structure instead 
of a concrete bridge, as of a concrete bridge, as of a concrete bridge, as of a concrete bridge, as 
alternalternalternalternatively proposed by Maurer atively proposed by Maurer atively proposed by Maurer atively proposed by Maurer 
SöhneSöhneSöhneSöhne 

 

Parts by Maurer Söhne:Parts by Maurer Söhne:Parts by Maurer Söhne:Parts by Maurer Söhne:    

¨̈¨¨    Planning, manufacturing and Planning, manufacturing and Planning, manufacturing and Planning, manufacturing and 
erection of the bridgeerection of the bridgeerection of the bridgeerection of the bridge    

¨̈¨¨    Pylon and cablesPylon and cablesPylon and cablesPylon and cables    

¨ Wooden coveringWooden coveringWooden coveringWooden covering 

¨̈¨¨    Railing of stainless steelRailing of stainless steelRailing of stainless steelRailing of stainless steel    

¨̈¨¨    Lights installed into handLights installed into handLights installed into handLights installed into hand----
railsrailsrailsrails    

¨ BridgeBridgeBridgeBridge----bearings and bearings and bearings and bearings and 
expansionexpansionexpansionexpansion----jointsjointsjointsjoints 

 

 



 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 

View from below the bridgeView from below the bridgeView from below the bridgeView from below the bridge    

Side view of pylonSide view of pylonSide view of pylonSide view of pylon    LiftingLiftingLiftingLifting----in of a prefabricated bridgein of a prefabricated bridgein of a prefabricated bridgein of a prefabricated bridge----part by cranepart by cranepart by cranepart by crane    

¨̈¨¨    Lateral frameLateral frameLateral frameLateral frame----work of rectangular tubes 200 mm x 10 mm und 150.0 mm x 5.6 mmwork of rectangular tubes 200 mm x 10 mm und 150.0 mm x 5.6 mmwork of rectangular tubes 200 mm x 10 mm und 150.0 mm x 5.6 mmwork of rectangular tubes 200 mm x 10 mm und 150.0 mm x 5.6 mm    

¨̈¨¨    Because of  high humidity in that area hotBecause of  high humidity in that area hotBecause of  high humidity in that area hotBecause of  high humidity in that area hot----dipdipdipdip----galvanising withgalvanising withgalvanising withgalvanising with additional painting was used for corrosion  additional painting was used for corrosion  additional painting was used for corrosion  additional painting was used for corrosion 
protection of the surface of the bottom boomprotection of the surface of the bottom boomprotection of the surface of the bottom boomprotection of the surface of the bottom boom    

¨̈¨¨    Suspension cables with a max. diameter of  68 mmSuspension cables with a max. diameter of  68 mmSuspension cables with a max. diameter of  68 mmSuspension cables with a max. diameter of  68 mm    

¨̈¨¨    Height of pylon 35 m, diameter of tubes  864 mm x 15 mmHeight of pylon 35 m, diameter of tubes  864 mm x 15 mmHeight of pylon 35 m, diameter of tubes  864 mm x 15 mmHeight of pylon 35 m, diameter of tubes  864 mm x 15 mm    

¨̈¨¨    Covered with oakCovered with oakCovered with oakCovered with oak----planksplanksplanksplanks    

¨̈¨¨    PrePrePrePre----fabricated completely with plankfabricated completely with plankfabricated completely with plankfabricated completely with plank----ccccovering in 5 individual parts, approx. 20 m eachovering in 5 individual parts, approx. 20 m eachovering in 5 individual parts, approx. 20 m eachovering in 5 individual parts, approx. 20 m each    

¨̈¨¨    Railing of stainless steel with builtRailing of stainless steel with builtRailing of stainless steel with builtRailing of stainless steel with built----in lightsin lightsin lightsin lights    

 

 

Maurer Söhne HeadquartersMaurer Söhne HeadquartersMaurer Söhne HeadquartersMaurer Söhne Headquarters    
Frankfurter Ring 193, 80807 München 
Phone +49 / 89 / 3 23 94 - 3 19 
Fax +49 / 89 / 3 23 94 - 3 55 
e-mail nolte@maurer-soehne.de 
Internet www.maurer-soehne.de  

Maurer Söhne Branch Office Maurer Söhne Branch Office Maurer Söhne Branch Office Maurer Söhne Branch Office     
Zum Holzplatz 2, 44536 Lünen 
Phone +49 / 2 31 / 4 34 01 - 0 
Fax +49 / 2 31 / 4 34 01 - 11 

Maurer Söhne Branch WorkshopMaurer Söhne Branch WorkshopMaurer Söhne Branch WorkshopMaurer Söhne Branch Workshop    
Kamenzer Straße 4-6 , 02994 Bernsdorf 
Phone +49 / 3 57 23 / 2 37 - 0 
Fax  +49 / 3 57 23 / 2 37 - 20 

 


