Structural Steelwork

Cementmixing-plant '"Marker

Figures and facts:

Site:
Harburg / Bavaria

Owner:
Marker Zementwerk GmbH
(cement plant)

Planning:
Ackermann & Partner
Architectssffrrm

Construction:
March to October 2000

Weight: 450t

Building:

New construction of a round
cementmixingplant
Diameter approx. 100 m
Height 34 m

70 m long bridge for a conveyor-
belt

Rooff off the cermemthixingplant
made of a textile membrane

Sheathing of the bridge made of
sheets with trapezoidal
corrugations

VSS
08/02

Parts by Maurer Séhne:

Complete steestructure for
roof and bridge

Project Info

Sheathing of the bridge made

of sheets with trapezoidal
coruggtionss

Auxiliary assembifower
approx. 48 t

Painting
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Centre of building: Triangular truss, compressiog and

suspended bridgelement

Partial installation of membrane

Base of a triangular truss

16 sickleshaped tiaguldattussess didanetee rob ftabiess 224456nmmnd 6rind) | &gy bh680mim
Lattice girder as compression ring in the centrthefbuilding, diameter 8.6 m

Assemblytower to support the compressiong

Suspension

Bridge covered with buiplate and connection toxististinuildingng
Framework supports for the bridge

Insertion of weldingemplates for orsite welding of the trusses
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